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1  COVER SHEET
2  PLAN AND PROFILE--BEGINNING TO 14+00
3  PLAN AND PROFILE--14+00 TO 18+00
4  PLAN AND PROFILE--18+00 TO END
5  CROSS-SECTIONS--BEGINNING TO 13+50
6  CROSS-SECTIONS--14+00 TO 17+50
7  CROSS-SECTIONS--18+00 TO END
8  DETAILS
9  ESPC DETAILS 1. TOPOGRAPHIC SURVEY PERFORMED BY LAROSE SURVEYS, PC IN JULY 2014.

2. NO BOUNDARY SURVEY WAS PERFORMED.  RIGHT-OF-WAY LIMITS ARE SHOWN BASED ON EXISTING
ROADWAY CENTERLINE.  NO RESURVEY WAS PERFORMED.  PROPERTY LINES DEPICTED HERE ON
ARE APPROXIMATE ONLY

2. UTILITIES SHOWN DO NOT PURPORT TO CONSTITUTE OR REPRESENT ALL UTILITIES LOCATED UPON
OR ADJACENT TO THE SURVEYED PREMISES.

3. EXISTING UTILITY LOCATIONS ARE APPROXIMATE ONLY. THE CONTRACTOR SHALL FIELD VERIFY THE
LOCATIONS OF ALL UTILITIES THAT MAY BE IMPACTED BY CONSTRUCTION. ALL DISCREPANCIES
SHALL BE REPORTED TO THE OWNER AND ENGINEER. THE CONTRACTOR SHALL CONTACT DIGSAFE
(811). CONTRACTOR SHALL CONTACT DIGSAFE A MINIMUM OF TWO DAYS PRIOR TO ANY
CONSTRUCTION AND IN ACCORDANCE WITH LAW.

ASPHALT PAVEMENT

1. VTRANS TRAFFIC DATA WAS MEASURED AT 980 ADT IN 2008.  (SITE ID S6W730; ROUTE MINOR0682
TH1; MM 0.0 E OF VT100B.

2. MINIMUM THICKNESSES PER VTRANS PAVEMENT DESIGN MANUAL
ACC:  ASSUME MIN 4" ACC FOR DESIGNS LESS THAN 1,000,000 ESALs
SUBBASE:  THE MINIMUM SUBBASE MATERIAL THICKNESS SHALL BE 18" FOR STATE ROUTES AND 12"
FOR RURAL TOWN HIGHWAYS.
SAND:  THE MINIMUM SAND THICKNESS SHALL BE 12" FOR STATE ROUTES UNLESS SUBGRADE SOIL
IS CLASSIFIED AS A-1-a OR A-3 (DETERMINATION MADE FROM BORINGS).  RURAL TOWN HIGHWAYS
CAN BE 6".

3. FROST PENETRATION: 70" (PER VTRANS MAP)



990

1000

1010

1020

990

1000

1010

1020

1020

1030

1040

1050

DATUM ELEV
990.000

9+50 10+00

99
8.9

99
8.9

2

10
01

.6
10

01
.64

11+00

10
08

.0
10

08
.02

10
14

.5
10

14
.50

12+00

10
21

.1
10

21
.13

10
28

.0
10

28
.05

13+00

10
34

.3
10

34
.26

10
38

.4
10

38
.41

14+00

10
40

.7
10

40
.68

10
42

.8
10

42
.80

11.70%

5.50%

BV
CS

: 1
4+

50
.00

BV
CE

: 1
04

2.5
0

PV
IS

: 1
0+

20
.54

PV
IE

: 9
98

.45

PVI STA=13+50.00
PVI ELEV=1037.00

K=16
LVC=100.00'

HIGH POINT ELEV.=14+00.00
HIGH POINT STA.=1039.75

E=0.77'

BV
CS

: 1
3+

00
.00

BV
CE

: 1
03

1.1
5

EV
CS

: 1
4+

00
.00

EV
CE

: 1
03

9.7
5
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REMOVE AND REPLACE

RELOCATE BY OTHERS (NIC)

SAWCUT AND MILL
REMOVE ALL

REMOVE AND REPLACE

REMOVE EXISTING AND
FURNISH NEW 15" RCP
CULVERT

REPAIR DISTRUBED GRAVEL DRIVE WITH
18" THICK  FINE CRUSHED GRAVEL, LIGHT DUTY
PAVEMENT FOR A DISTANCE OF 6 FT

RELOCATE BY OTHERS (NIC)

REMOVE EXISTING TREE

SAWCUT AND REMOVE ROADSIDE PORTION OF
EXISTING HEADWALL.  PROVIDE REINFORCED CONCRETE
DROP INLET WITH PRECAST COVER

REMOVE EXISTING AND
FURNISH NEW 15" RCP
CULVERT

REMOVE EXISTING AND
FURNISH NEW 15" HDPE
CULVERT

FES w/ STONE DISPERSAL
PAD 6FT x 20FT

FES w/ STONE DISPERSAL
PAD 4FT x 8FT

FES w/ STONE DISPERSAL
PAD 4FT x 8FT

FES

REPAIR DISTRUBED GRAVEL DRIVE WITH
18" THICK  FINE CRUSHED GRAVEL, LIGHT DUTY
PAVEMENT FOR A DISTANCE OF 6 FT

FES w/ STONE DISPERSAL
PAD 4FT x 8FT

REMOVE AND REPLACE
WITH MUTCD COMPLIANT
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REPAIR DISTRUBED GRAVEL DRIVE WITH
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11.50' 11.50'

X-SLOPE PER PLAN
(2%, TYP)

X-SLOPE PER PLAN
(2%, TYP)

8" FINE CRUSHED STONE
4% SLOPE

1.50'

2H:1V

CLASS 2 STONE FILL
18" THICK

1.50'

MINIMUM PAVEMENT SECTION:
1 1/2" TYPE 3 ASPHALT PAVEMENT
2 1/2" TYPE 2 ASPHALT PAVEMENT

24" SUBBASE DENSE GRADED CRUSHED STONE
18" SAND BORROW

(2%, TYP)2H:1V

WOVEN GEOTEXTILENONWOVEN GEOTEXTILE
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NONWOVEN GEOTEXTILE
(2%, TYP)

2.0
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